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LCJN-BO2 Reaction Torque Sensor

Characteristics & Usage:

Compact structure, easy to install, protection grade: IP65, used for torque
measurement of static and non continuous rotation.

It is widely used in static torque testing system of testing machine, torque
wrench, steering machine, electric actuator, valve and transmission.

Dimensions (mm) :
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Capacity(N.m) 10 20 30 50 100 200

Sensor wiring diagram

Force diagram



https://promktr.ru/partners/calt_promktr/
https://promktr.ru/partners/calt_promktr/
https://promktr.ru/partners/calt_promktr/

AN
/Q'ITTT\ Customize Your Own Sensor

/\
o Mhh+ () Exc+(Red)
/&\
/
AN =] .
/ o f5§5+(48) Sig+(Green)
/ B |
\\ /// o Mh- (2) Exc-(Black)
AN
N
I o 55-(8) Sig-(White)
Vo R Shield

Technical parameters

i REUE Rated Output 2.0+10%mV/V | BT Impedance

JEZE%: Non-linearity 0.3% F.S. {f A . & Recommended | 5-15V
Excitation

EH M Repeatability 0.1% F.S. 4B Safe Load Limit 120%

% REEEFRS Temp Effect | 0.05% FS./10°C | B 45 28 M #% Cable | ®5*3m
on output | Specifications |

Wi N 4% Response frequency | 10kHz TEDS Optional HJi%
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