








MD520-4T0.4B(S)-INT to MD520-4T15B(S)-INT
MD520-2T0.4B(S)-INT to MD520-2T7.58(S)-INT
MD520-250.4B(S)-INT to MD520-252.2B(S)-INT

MD520-4T45B(S)-INT to MD520-4T160(S)-INT
MD520-2T22B(S)-INT to MD520-2T55(S)-INT
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MD520-4T18.5B(S)-INT to MD520-4T37B(S)-INT
MD520-2T11B(S)-INT to MD520-2T18.5B(S)-INT

MD520-4T200(S)-INT to MD520-4T400(S)-INT
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Dimensions (mm) Mass

MD520 Model
Ennnnn e

MD520-4T0.4B(S)-INT, MD520-4T0.7B(S)-INT, MD520-4T L 1B(S)-INT
MD520-4T15B(S)-INT, MD520-4T2.28(S)-INT, MD520-4T3.0B(S)NT, T 19 / 18 / 20 / 130 / 152 @5 16

MDS20-2T0.4B(S)-INT, MD520-2T0.7B(S)-INT
MDS20-2TL.1B(S)-INT, MD520-2TL 5B(S)-INT
MDS20-4T3.7B(S)-INT, MD520-4T55B(S)-INT
MDS520-250.4B(S)-INT to MD520-252.28(S)-INT 21/ 18 /200 / 130 / 162 @5 20
MDS20-2T2.2B(S)-INT, MD520-2T3.TB(S)-INT
MDS20-4T7.5B(S)-INT, MD520-4TLLB(S)-INT, MD520-2T5.58(S)-INT T3 128 / 238 / 250 / 140 / 170 @6 33
MD520-4T15B(S)-INT, MD520-2T7.5B(S)-INT T4 166 |/ 266 / 280 / 180 / 1710 @6 43
MDS20-4T185B(S)-INT, MD520-4T22B(S)-INT, MD520-2TLLB(S)-INT TS 195 /335 30 / 20 / 192 g6 10
MDS20-4T30B(S)-INT, MD520-4T37B(S)-INT

T6 230 / 38 / 40 / 250 / 20 @7 115

MD520-2T15B(S)-INT, MD520-2T18.58(S)-INT
MD520-4T45B(S)-INT, MD520-4T55B(S)-INT
MD520-2T22B(S)-INT, MD520-2T30B(S)-INT
MD520-4T75B(S)-INT, MD520-4T90(S)-INT, MD520-4T110(S)-INT
MD520-2T37B(S)-INT, MD520-2T45(S)-INT, MD520-2T55(S)-INT

Tr 245 /523 / 525 542 300 / 275 @10 35

T8 2710 / 560 / 554 580 338 / 315 @10 515

225 185 1,175 435 1586 1,622 330 390 545 @13 215
MD520-4T280(S)-L-INT

MD520-4T315(S)-INT, MD520-4T355(S)-INT, MD520-4T400(S)-INT
MD520-4T315(S)-L-INT, MD520-4T355(S)-L-INT T12
MD520-4T400(S)-L-INT

240 200 1,280 101 1,355 1,405 340 400 545 @16 185
240 200 1,280 432 1,683 1,733 340 400 545 @16 245

MD520-4T132(S)-INT, MD520-4T160(S)-INT T9 320 / 80 / 874 915 400 / 320 @10 85
MD520-4T200(S)-INT
MD520-47220(S)-INT 110 240 150 1,035 86 1,086 1,134 300 360 500 @13 110
MD520-4T200(S)-L-INT 240 150 1,035 424 1424 1472 300 360 500 @13 160
MD520-47220(S)-L-INT
MD520-4T250(S)-INT, MD520-4T280(S)-INT
MDS204T250(S)-LINT . 225 185 1,175 97 1,248 1284 330 390 545 @13 155
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Option cards and mounting position

Feedback option cards
Tty
=3 1/0 extension option cards

MD38I101 MD38102 MD38103

1/0 card 1 1/0 card 2 1/0 card 3 Feedback card slot

MD38CAN1 MD38TX1 MD38DP2 MD-SI-DP1 MD500-PN1 MD500-ECAT MD500-EN1 MD500-EM1

CANlink card Modbus PROFIBUS-DP g PROFIBUS-DP PROFINET EtherCAT card [l Ethernet card i Modbus TCP
- RTU card card card card Extension or comms card slot

MD38PGMD MD38PG4 ES510-PG-CT1
Multifunctional 23-bit encoder

Communication option cards
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PC software tools

InoDriverShop is Inovance’s free of charge PC-based software offering. It is based on a familiar Windows interface. InoDriverShop
can upload anddownload drive parameters, and features a variety of other functions, such as a real-time oscilloscope.
For the connection with the PC a standard USB to RS485 adapter can be used. MDKE-10 or SOP-20 keypads can also be used for this purpose.
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Parameter uploading/downloading

Accessories list

Model Function description Suitable for

Multi channel oscilloscope

MDBUN-60-5T External braking unit, rated current 60 A, for supply input voltage 380 to 480 Vac AC drives. T models: 90G
External  MDBUN-90-5T External braking unit, rated current 90 A, for supply input voltage 380 to 480 Vac AC drives. T models: 110G - 132G
braking  MDBUN-200-5T External braking unit, rated current 200 A, for supply input voltage 380 to 480 Vac AC drives. T models: 160G - 450G
units MDBUN-60-2T External braking unit, rated current 60 A, for supply input voltage 200 to 240 Vac AC drives. 2T models: 45G
MDBUN-90-2T External braking unit, rated current 90 A, for supply input voltage 200 to 240 VAC AC drives. 2T models: 55G
MDKE-10 Remote LED keypad. Can be used as USB to RS485 adapter for the connection to the PC. All
Includes MDCAB cable.
SOP-20 Remote multi-language LCD keypad. For parameter programming and monitoring, All
data copy. Keypad can be used as USB to RS485 adapter for the connection to the PC. Includes
MDCAB cable.
Keypads MDCAB 3 meter connection cable for remote keypad. All
MDCAB-1.5 1.5 meter connection cable for remote keypad. All
CP600-BASEL Panel mounting base (only) for SOP-20 keypad. IP20 rating. All
SOP20-MP-IP20 Panel mounting base for SOP-20 keypad, including adapting metal plate and PCB protection plate. All
IP20 rating.
SOP20-MP-IP54 Panel mounting base for SOP-20 keypad, including PCB protection plate and rubber seals. IP54 rating.  All
MD580-AZJ1 Panel mounting base for MDKE-10. IP20 rating. All
- MD38I01 /0 extension card 1, provides: 5x DI, 1x Al, 1x relay output, 1x DO, 1x AO, Modbus-RTU and CANlink. Frame sizes T4-T12
MD38102 I/O extension card 2, provides 3x extra DI terminals. All
cards MD38103 I/O extension card 3, provides 3x DI, 1x relay output, Modbus-RTU interface. All
MD500-ECAT EtherCAT option card. All
MD500-EN1 Ethernet option card. All
MD38CAN1 CANlink/CANopen option card. All
Fieldbus MD38TX1 Modbus-RTU option card. All
caids MD38DP2 PROFIBUS-DP option card. Frame sizes T4-T12
MD500-EM1 Modbus TCP option card. All
MD-SI-DP1 PROFIBUS-DP option card (designed for smaller frames). All
MD500-PN1 PROFINET option card. All
MD38PG4 Option card for resolver (10 kHz excitation) with DB9 connector. All
MD38PGMD Multifunctional encoder option card, compatible with differential, open-collector and All
PG cards : .
push-pull encoder types. Supports differential output and open-collector output.
ES510-PG-CT1 23-bit encoder card. All
MD500-AZJ-A1T1  Through hole mounting bracket for frame T1. Framesize T1
MD500-AZJ-ALT2  Through hole mounting bracket for frame T2. Frame size T2
MD500-AZJ-A1T3  Through hole mounting bracket for frame T3. Frame size T3
Mounting  MD500-AZJ-A1T4  Through hole mounting bracket for frame T4. Frame size T4
brackets = MD500-AZJ-A1T5  Through hole mounting bracket for frame T5. Frame size TS
MD500-AZJ-A1T6  Through hole mounting bracket for frame T6. Frame size T6
MD500-AZJ-ALT7  Through hole mounting bracket for frame T7. Framesize T7
MD500-AZJ-A1T8  Through hole mounting bracket for frame T8. Frame size T8
MD500-AZJ-A1T9  Through hole mounting bracket for frame T9. Frame size T9
Guiderails MD500-AZJ-A3T10 Guide rails for inserting in/ extracting from the cabinet - frame sizes T10 to T12. Frame sizes T10-T12
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Driven by technology

Single-Axis servos

PLCs & HMIs
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AC MultiDrives

Multi-Axis servos

EtherCAT ~

CNC machine tool solutions

| EtherCAT
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Robotics & motion controllers

INOVANCE

Electric vehicle inverters
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